
Version 1.00 (20.11.2021)

Driver Installation

Before connecting the printer to your computer!

• Download the latest macOS™ driver package from the Magicard Technical Support web site;
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https://support.magicard.com/solution/mac-osx-printer-driver/

1. Open Downloads 2. Select driver package

3. Click Continue 4. Click Install

5. Enter your admin credentials.
then click Install Software

6. Click Close

https://support.magicard.com/solution/mac-osx-printer-driver/
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Driver Installation (continued …)

magicard.com

macOS™ QuickStart Guide

2/5

7. Open System Preferences

9. Click Add8. Choose the exact printer
model from the list

By default, your printer will obtain an IP address automatically via DHCP.

7. In the Use drop-down
choose Select Software…

2. Select IP option 3. Obtain your printer’s
IP Address

4. Enter the IP Address

Consult the QuickStart Guide or User Manual for your printer on
how to obtain the IP address.

1. Click Add

Connect the LAN (Ethernet) cable to your network. Switch on your printer.

6. Enter a name for the printer5. Select ‘HP Jetdirect - Socket’ protocol

LAN

USB Switch on your printer. Connect the USB cable.

The printer is automatically detected and
added to your list of available printers.

Installation is complete.

8. Select Printers & Scanners

Installation is complete.
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Configuring Settings & Features
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Select Printer Features from this drop-down menu;

Depending on the exact Magicard printer model,
there are up to 5 Feature Sets available;

General 300 / 600dpi K-Resin (600 only).
Printer Single / double-sided options.
Card Front Card front adjustments.
Card Back Card back adustments.
Advanced Advanced options.

From the application you are printing from, open the Print dialog;

General

K-Resin (Black) resolution adjustment is only
available on the Magicard 600 series.

300 DPI Standard resolution.
600 x 300 DPI High resolution (K-Resin panel only)

Applies to the long axis of the card.
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Configuring Settings & Features (continued …)
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Card Front HoloKote™
X Adjust

Card Front HoloKote™
Y Adjust

Card Front HoloKote™ (watermark)

Card Front Overcoat
**

Card Front Black Resin OptionsCard Front Colour Format

Card Front

Card Back

Card back settings are identical to card front (see above).

Overcoat must be used
when printing colour.

**

Card Front HoloPatch™ (Gold square)

Card Front Rotation

Card Front Use With Laminate

Card Front
Overcoat Holes

Card Front
HoloKote™ Slot

Card Front
HoloKote™ Rotation

Printer

Duplex printing is only possible on printers which have the
option enabled (normally ‘Duo’ will be shown on the
printer’s display after the model name).

Front Only Single-sided printing, card front.
Both Sides Double-sided printing.
Back Only Single-sided printing, card back.
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Configuring Settings & Features (continued …)
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Advanced

Saving your printer settings as a Preset

Colour Correction

Sharpness

Printhead Power (YMC)

Printhead Power (Black Resin)

Printhead Power (Overcoat)

Status Polling

From the Presets drop-down menu
Select Save Current Settings as Preset…

Type a name for your preset.
Then click OK.

Your preset is available for future use.


